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(57) ABSTRACT

A liquid-crystal display (LCD) panel is disclosed. The LCD
panel includes a plurality of pixel units arranged in a matrix,
each pixel unit including at least two adjacent pixel sub-units.
The LCD panel also includes a plurality of scan lines and a
plurality of data lines, each pixel sub-unit being connected to
one scan line and to one data line. The LCD panel also
includes a driving circuit connected with the scan lines and
the data lines, where the driving circuit is configured to drive
each of the pixel sub-units via the scan lines and the data lines.
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LIQUID CRYSTAL DISPLAY PANEL AND
METHOD OF DRIVING THE SAME

CROSS-REFERENCES TO RELATED
APPLICATIONS

This application claims priority to and is a continuation of
International Patent Application PCT/CN2012/078225, titled
“LIQUID CRYSTAL DISPLAY PANEL AND METHOD
OF DRIVING THE SAME,” filed on Jul. 5, 2012, which
claims priority to Chinese patent application No.
201110453546.9, entitled “LIQUID CRYSTAL DISPLAY
PANEL AND METHOD OF DRIVING THE SAME” and
filed with the State Intellectual Property Office on Dec. 29,
2011, the contents of which are incorporated herein by refer-
ence in their entirety.

FIELD OF THE INVENTION

The invention relates to a display device and a method of
driving the same, and in particular to a liquid crystal display
(LCD) panel with shortened liquid crystal response time, and
a method of driving the same.

BACKGROUND OF THE INVENTION

Field-sequential Color Liquid Crystal Display (FSC-LCD)
devices have many advantages. A three-color (e.g., red, green
and blue (R, G, B)) backlight source is driven to illuminate a
whole panel in a particular timing in the display device. As a
result, three colors of light, e.g., red, green and blue (R, G, B)
light, are emitted sequentially from each pixel unit. The light
is received by the eyes of a human and mixed through an
afterimage effect, so that it appears that the pixel unit illumi-
nates continuously in the eyes of the human. Compared with
other existing L.CD devices, the field-sequential LCD device
does not need expensive color filters, thus cost is greatly
reduced. Moreover, there is no need to divide the pixel unit
into three or four pixel sub-units in the field-sequential LCD
device, thus a higher resolution is achieved. The field-sequen-
tial LCD device does not need a color filter which strongly
absorbs the light, therefore the utilization of the backlight and
the brightness of the display can be greatly improved and
power consumption can be reduced.

FIG. 1 is a structural diagram of a cross section of a field-
sequential LCD pixel unit. The field-sequential LCD pixel
unit of FIG. 1 includes: an upper substrate 10; a lower sub-
strate 15; a liquid crystal layer 18 between the upper substrate
10 and the lower substrate 15; and a backlight source 19
having three colors of R, G, B which is located at a side of the
lower substrate 15 opposite the upper substrate 10. A com-
mon electrode 12 is provided on the upper substrate 10, and a
pixel electrode 16 is provided on the lower substrate 15. A
black matrix 11 is formed in a partial region between the
upper substrate 10 and the common electrode 12, and the
black matrix 11 is used for shielding light from the region of
the lower substrate 15 outside the region of the pixel electrode
16. A thin film transistor 17 is formed at a position on the
lower substrate 15 corresponding to the black matrix 11 on
the upper substrate 10. The thin film transistor 17 is electri-
cally connected with the pixel electrode 16 and serves as a
switching element of the pixel electrode 16.

FIG. 2 is a structural diagram of a field-sequential LCD
panel. The LCD panel of FIG. 2 includes: a plurality of
horizontal scan lines 22, with each scan line 22 being con-
nected with gates of thin film transistors 23 of a whole row of
pixel units 24; and a plurality of vertical data lines 21, with
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each data line 21 being connected with sources of thin film
transistors 23 of'a whole column of pixel units 24. A driving
circuit sends triggering signals in sequence via the scan lines
22 so that the thin film transistors 23 of the pixel units 24 are
turned on and the pixel units 24 receive image data sent from
the data lines 21.

FIG. 3 is a timing diagram of a driving method of a field-
sequential LCD panel. The driving method includes scan-
ning, according to the corresponding R, G, and B light, all the
thin film transistors with the scan lines. As a result of the
scanning, image data sent from the corresponding data lines is
received by the pixel electrode while the thin film transistor is
turned on. The driving method also includes charging and
discharging a capacitor in each pixel unit, so that liquid crys-
tal molecules in a liquid crystal layer are rearranged, and
making the pixel unit emit corresponding light by utilizing a
backlight source. The period 34 to display light of one color
includes: scanning time 31 to complete scanning all the thin-
film transistors of the entire display panel, liquid crystal
response time 32, and backlight irradiation time 33. To dis-
play an image frame, the field-sequential LCD device dis-
plays three colors in sequence, the thin film transistors are
scanned three times, and the liquid crystal molecules in the
liquid crystal layer are rearranged three times. Therefore, the
actual light emitting time of the pixel unit is only a portion of
the entire time.

For the field-sequential LCD panel or other LCD panels
(such as TN-LCD, IPS-LCD, FFS-LCD and VA-L.CD), when
displaying a plurality of image frames, the grayscale of the
same pixel will change. The smaller the change in the gray-
scale of the pixel, the longer the liquid crystal response time.
The larger the change in the grayscale of the pixel, the shorter
the liquid crystal response time. If the change in the grayscale
of the pixel is very small (such as from grayscale 1 to gray-
scale 2), the liquid crystal response time of the pixel will be
long. This is disadvantageous for the field-sequential LCD
panel etc. which requires a high refresh rate and a short liquid
crystal response time.

BRIEF SUMMARY OF THE INVENTION

One embodiment is a liquid-crystal display (LCD) panel.
The LCD panel includes a plurality of pixel units arranged in
a matrix, each pixel unit including at least two adjacent pixel
sub-units. The LCD panel also includes a plurality of scan
lines and a plurality of data lines, each pixel sub-unit being
connected to one scan line and to one data line. The LCD
panel also includes a driving circuit connected with the scan
lines and the data lines, where the driving circuit is configured
to drive each of the pixel sub-units via the scan lines and the
data lines.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a structural diagram of a cross section of a field-
sequential LCD pixel unit;

FIG. 2 is a structural diagram of a field-sequential LCD
panel;

FIG. 3 is a timing diagram of a method of driving a field-
sequential LCD panel;

FIG. 4 is a structural diagram of a LCD panel according to
an embodiment of the invention; and

FIG. 5 is a structural diagram of a LCD panel according to
another embodiment of the invention.

DETAILED DESCRIPTION OF THE INVENTION

As mentioned in the background, the existing LCD panel
usually has a long liquid crystal response time when a change
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of a grayscale value of a pixel is small. The field-sequential
LCD panel displays an image in a way that thin film transis-
tors are each scanned three times and liquid crystal molecules
in the liquid crystal layer are rearranged three times corre-
spondingly. Because the rearranging of liquid crystal mol-
ecules occupies a lot of time, backlight irradiation time for
image display is reduced. If the liquid crystal response time
can be shortened, then the time saved can be used to extend
the backlight irradiation time, which can improve display
quality of an image and achieve a display image with high
contrast and high brightness.

Taking a field-sequential LCD panel as an example, in a
process of displaying an image, red, green, and blue light
emitted from the same pixel unit have different grayscales.
While a pixel unit is irradiated by light with the colors, gray-
scale values of the pixel unit are changed. In response to the
changed grayscale values, the pixel unit twists liquid crystal
molecules in a liquid crystal layer. The twisting speed and
twisting angle are governed by a voltage applied between a
pixel electrode and a common electrode. If the grayscale
value changes from the maximum value to the minimum
value or from the minimum value to the maximum value, the
twisting angle of the liquid crystal molecule is the largest, and
the voltage applied between the pixel electrode and the com-
mon electrode is also the largest. In such situations, the liquid
crystal response time is the shortest since the twisting speed
of the liquid crystal molecular is the greatest. In the case
where the changing of the grayscale value is smaller, the
twisting angel of the liquid crystal molecular is smaller. The
voltage applied between the pixel electrode and the common
electrode is also smaller, and the twisting speed of the liquid
crystal molecule is lower, leading to a longer liquid crystal
response time. Therefore, the absolute value of the change in
the grayscale value of the pixel unit should be as large as
possible, so that the liquid crystal response time is shorter and
the backlight irradiation time is longer, which can improve
display quality of an image and achieve a display image with
high contrast and high brightness.

An LCD panel may include a plurality of pixel units
arranged in a matrix, with each pixel unit including at least
two adjacent pixel sub-units. The LCD panel may also
include a plurality of scan lines and a plurality of data lines,
with each pixel sub-unit being connected to one scan line and
to one data line. The LCD panel may also include a driving
circuit connected with the scan lines and the data lines. The
driving circuit drives each of the pixel sub-units via the scan
lines and the data lines. By changing the grayscale value of at
least one of the pixel sub-units, the grayscale value of a
corresponding pixel unit changes, where the absolute value of
the change in the grayscale value of the changed pixel sub-
unitis greater than or equal to the absolute value of the change
in the grayscale value of the pixel unit. As a result, the liquid
crystal response time of the pixel sub-unit is less than or equal
to the liquid crystal response time of the pixel unit, thus
leaving a longer time for backlight irradiation in the whole
process of displaying an image on the liquid display panel.

Certain embodiments of the invention are described below
in detail in conjunction with drawings.

An LCD panel is provided in an embodiment of the inven-
tion. With reference to FI1G. 4, which is a structural diagram of
the LCD panel of the embodiment of the invention. The LCD
panel includes a plurality of pixel units 110 arranged in a
matrix, in which each pixel unit 110 includes a first pixel
sub-unit 111 and a second pixel sub-unit 112 adjacent to the
first pixel sub-unit 111. Each of the first pixel sub-unit 111
and the second pixel sub-unit 112 is connected with a thin film
transistor (not shown). The drain of the thin film transistor is
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connected with a capacitor for charging the pixel electrode
(not shown), and the capacitor includes a storage capacitor
(not shown) and a liquid crystal capacitor (not shown). The
LCD panel also includes a plurality of data lines 120 arranged
horizontally. The source of the thin film transistor of each
pixel sub-unit is connected with one data line 120. The LCD
panel also includes a plurality of scan lines 130 arranged
vertically. The gate of the thin film transistor of each pixel
sub-unit is connected with one scan line 130. The data line
120 which is connected with the first pixel sub-unit 111 is
located at one side of the first pixel sub-unit 111, and the data
line 120 which is connected with the second pixel sub-unit
112 is located at one side of the second pixel sub-unit 112
opposite the first pixel sub-unit 111. In this embodiment, the
data line 120 connected with the first pixel sub-unit 111 and
the data line 120 connected with the second pixel sub-unit 112
are located at the opposite sides of the pixel unit 110 respec-
tively. The pixel unit 110 includes the first pixel sub-unit 111
and the second pixel sub-unit 112, and is located in a region
surrounded by two adjacent data lines 120 and two adjacent
scan lines 130. The LCD panel also includes a scan driving
circuit 135 connected with each of the scan lines 130, and
configured to control the switching state of the thin film
transistors corresponding to the pixel sub-units. The LCD
panel also includes a data driving circuit 125 connected with
each of the data lines 120, and configured to transfer image
data to the pixel sub-units.

In this embodiment, the LCD panel may be a field-sequen-
tial LCD panel. Accordingly, the first pixel sub-unit and the
second pixel sub-unit display in a field-sequential driving
mode. The specific structure of the pixel sub-unit of the LCD
panel according to the embodiment of the invention is not
limited. Since the LCD panel is a field-sequential LCD panel,
the LCD panel further includes a backlight unit which can
provide, for example, a red light source, a green light source
and a blue light source, so that the LCD panel becomes a color
LCD panel. In a process of displaying an image, since the
backlight unit can provide only one color of light at a time, the
first pixel sub-unit displays a color the same as the color
displayed by the second pixel sub-unit. In other embodi-
ments, the LCD panel may be a TN-LCD, an IPS-LCD, a
FFS-LCD or a VA-LCD.

The LCD panel in the embodiment of the invention may be
a monochrome LCD panel, or may be a color LCD panel. If
the LCD panel in the embodiment of the invention is a color
LCD panel, then the pixel sub-units in the same pixel unit
display the same color. When the color LCD panel is not a
field-sequential LCD panel, for example, in the case where a
pixel includes an R sub-pixel, a G sub-pixel and a B sub-pixel,
then the R sub-pixel includes a first R sub-pixel and a second
R sub-pixel; the G sub-pixel includes a first G sub-pixel and
a second G sub-pixel; and the B sub-pixel includes a first B
sub-pixel and a second B sub-pixel.

In this embodiment, the first pixel sub-units 111 and the
second pixel sub-units 112 are alternately arranged in the
vertical direction, and the first pixel sub-unit and the second
pixel sub-unit which are adjacent in the vertical direction are
part of one pixel unit. The first pixel sub-unit 111 and the
second pixel sub-unit 112 in the same pixel unit 110 are
connected to the same scan line 130, so that the switching
state of the thin film transistors of the first pixel sub-unit 111
and the second pixel sub-unit 112 are controlled simulta-
neously, and the changing of the grayscale value of the first
pixel sub-unit 111 and the second pixel sub-unit 112 are
performed at the same time. In other embodiments, the first
pixel sub-units and the second pixel sub-units are alternately
arranged in the horizontal direction, the first pixel sub-unit
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and the second pixel sub-unit which are adjacent in the hori-
zontal direction part of one pixel unit, and the first pixel
sub-unit and the second pixel sub-unit in the same pixel unit
are connected to the same data line.

The area of the first pixel sub-unit 111 and the area of the
second pixel sub-unit 112 are the same. The first pixel sub-
unit 111 and the second pixel sub-unit 112 both are rectan-
gular. The shape of the pixel unit 110 comprising the first
pixel sub-unit 111 and the second pixel sub-unit 112 is sub-
stantially square. In another embodiment, the area of the first
pixel sub-unit and the area of the second pixel sub-unit adja-
cent to each other may be different. The difference can be
determined through design. The shape of the pixel unit com-
prising a first pixel sub-unit and a second pixel sub-unit may
be substantially square. In other embodiments, the pixel unit
may include three or more pixel sub-units, in which each of
the pixel sub-units is independently connected with the driv-
ing circuit via a scan line and a data line, and the areas of the
pixel sub-units may be same or different, and the shape of the
pixel unit composed of the three or more pixel sub-units may
be substantially square.

In this embodiment, the data line 120 that is connected with
the first pixel sub-unit 111 is located at one side of the first
pixel sub-unit 111, and the data line 120 that is connected with
the second pixel sub-unit 112 is located at one side of the
second pixel sub-unit 112 opposite to the first pixel sub-unit
111. In this embodiment, the data line 120 connected with the
first pixel sub-unit 111 and the data line 120 connected with
the second pixel sub-unit 112 are located at the opposite sides
of'the pixel unit 110 respectively, so that there is one pixel unit
110 in a region surrounded by corresponding two adjacent
data lines 120 and two adjacent scan lines 130.

In another embodiment, referring to FI1G. 5, a data line 120"
connected with a first pixel sub-unit 111 is located at a side of
the first pixel sub-units 111, and a data line 120" connected
with a second pixel sub-unit 112 is located on the same side of
the second pixel sub-unit 112 respectively, so that there is one
pixel sub-unit in a region surrounding by two adjacent data
lines 120" and two adjacent scan lines 130.

Inthe embodiment shown in FIG. 5, the first pixel sub-units
111 and the second pixel sub-units 112 are alternately
arranged in the vertical direction. The first pixel sub-unit 111
and the second pixel sub-unit 112 which are adjacent to each
other in the vertical direction constitute one pixel unit 110.
The first pixel sub-unit 111 and the second pixel sub-unit 112
in the same pixel unit 110 are connected with the same scan
line 130. Accordingly, the switching state of thin film transis-
tors of the first pixel sub-unit 111 and the second pixel sub-
unit 112 are simultaneously controlled, and the changing of
the grayscale value of the first pixel sub-unit 111 and the
second pixel sub-unit 112 are performed at the same time. In
other embodiments, the first pixel sub-units and the second
pixel sub-units are alternately arranged in the horizontal
direction. The first pixel sub-unit and the second pixel sub-
unit which are adjacent in the horizontal direction constitute
one pixel unit, and the first pixel sub-unit and the second pixel
sub-unit are connected with the same data line.

In this embodiment, a data driving circuit 125 and a scan
driving circuit 135 are provided separately and are connected
with the data lines 120 and the scan lines 130 respectively, for
driving each of the pixel sub-units in the LCD panel respec-
tively. In other embodiments, the data driving circuit and the
scan driving circuit may be integrated in the same driving
circuit. Accordingly, the driving circuit may be connected
with the data lines and the scan lines for driving each of the
pixel sub-units in the LCD panel unit.

Inthe embodiment, when the scan driving circuit 135 sends
atrigger signal to each of the pixel sub-units via the scan lines
130, the trigger signals are sent line by line from the leftmost
scan line to the rightmost scan line. In other embodiments, the
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trigger signals are sent line by line from the rightmost scan
line to the leftmost scan line. When the trigger signal is
transferred to the gates of the thin film transistors of corre-
sponding first pixel sub-unit 111 and second pixel sub-unit
112, the corresponding thin film transistors are turned on, and
image data is transferred by the data driving circuit 125 to the
sources of the thin film transistors of the corresponding pixel
sub-units via the plurality of data lines 120. The image data is
then transferred to the capacitors (including the storage
capacitor and the liquid crystal capacitor) that are connected
with the drains of the thin film transistors, so that the capaci-
tors are charged according to the image data. As a result, the
grayscale values of the pixel units (i.e., the grayscale values of
the image displayed by the pixel sub-units) are controlled.

In order to obtain a shorter liquid crystal response time in
the LCD panel of the embodiment of the invention, the abso-
lute value of the change in the grayscale value of the pixel unit
between two adjacent frames of image should be larger.

In the following, a method of driving a LCD panel is
illustrated in detail by taking a 64-grayscale L.LCD panel as an
example.

The LCD panel data has 64 grayscales, which indicates that
each pixel unit can display 64 brightness levels, and that both
of the first pixel sub-unit and the second pixel sub-unit are
able to display 64 brightness levels. The corresponding gray-
scale values are 0~63. The relationship between the relative
brightness and the corresponding grayscale value of the pixel
unit is:

L=(N/maximum total number of grayscale
levels)"gamma coefficient

M

Where L is relative brightness of the pixel unit and N is
corresponding grayscale value of the pixel unit. The maxi-
mum grayscale value is equal to a value of the total number of
grayscale levels of the LCD panel minus 1. In this embodi-
ment, the total number of grayscale levels is 64, therefore the
maximum grayscale value is 63. In other embodiments, in the
case where the total number of grayscale levels is 2"H and H
is greater than or equal to 4, the maximum grayscale value is
(2"H-1). Since the gamma coefficient commonly used in a
display device is often 2.2, the gamma coefficient is 2.2 in this
embodiment.

Since the pixel unit includes one first pixel sub-unit and one
second pixel sub-unit, the weighted average of the brightness
of'the light emitted from the first pixel sub-unit and the second
pixel sub-unit is the brightness of the pixel unit, namely:

L=L1*X+L2*Y )

Where L is the relative brightness of the pixel unit, L1 is
relative brightness of the first pixel sub-unit, [.2 is relative
brightness of the second pixel sub-unit, X is a percentage of
the area of the first pixel sub-unit relative to the total area of all
pixel sub-units in a pixel unit, Y is a percentage of the area of
the second pixel sub-unit relative to the total area of all pixel
sub-units in a pixel unit, and X+Y=100%.

The formula (1) is substituted into the formula (2). For the
same image frame, a relationship between the grayscale value
of the pixel unit and the grayscale values of the first pixel
sub-unit and the second pixel sub-unit is obtained according
to the formula (1) and the formula (2), namely:

(N/maximum total number of grayscale
levels)"gamma coefficient=((#1/maximum total
number of grayscale levels)"gamma coefficient)*
X+((2/maximum total number of grayscale lev-
els)"gamma coefficient)*¥

®
Where N is grayscale value of the pixel unit, nl is grayscale
value of the first pixel sub-unit, and n2 is grayscale value of
the second pixel sub-unit.
In this embodiment, the area of the first pixel sub-unit can
be equal to the area of the second pixel sub-unit, X=Y=0.5.
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The relationship between the grayscale value of the pixel unit
and the grayscale values of the first pixel sub-unit and the
second pixel sub-unit is:
(N/maximum total number of grayscale
levels)"gamma coefficient=((»1/maximum total
number of grayscale levels) gamma coefficient)*

0.5+((#2/maximum total number of grayscale
levels)"gamma coefficient)*0.5

Q)

According to the relationship in the formula (3), the gray-
scale value of the pixel unit can be changed by changing the
grayscale value of at least one of the pixel sub-units. More-
over, the liquid crystal response time can be shortened by
controlling the absolute value of the change in the changed
pixel sub-unit to be greater than or equal to the grayscale
value of the change in the pixel unit, thus a longer actual light
emitting time of' the pixel unit can be obtained, and the display
quality of an image can be improved.

In other embodiments, in the case where a pixel unit
includes at least three pixel sub-units, since brightness of the
pixel unit is the weighted average of the brightness of the at
least three sub-pixels, a grayscale value of the pixel unit can
be changed by changing a grayscale value of at least one pixel
sub-unit in the pixel unit and liquid crystal response time can
be shortened by controlling the absolute value of the change
in the pixel sub-unit to be greater than or equal to the gray-
scale value of the change in the pixel unit. Thus, a longer
actual light emitting time of the pixel unit can be obtained,
and the display quality of an image can be improved.

An embodiment of the invention provides a method of
driving the LCD panel shown in FIG. 4. The method includes:
when displaying adjacent frames of image, changing gray-
scale value of at least one of the first pixel sub-unit and the
second pixel sub-unit so as to change the grayscale value of
the pixel unit, wherein the absolute value of the change in the
grayscale value of changed pixel sub-unit is greater than or
equal to the absolute value of the change in the grayscale
value of the pixel unit. For the sake of simplicity, in some
embodiments, for each image frame, the grayscale value of
one of the first pixel sub-unit and the second pixel sub-unit is
a first grayscale value. Specifically, the following implemen-
tations can be adopted.

A first embodiment of the method of driving a LCD panel
of the invention includes: when displaying adjacent image
frames, fixing a grayscale value of one of a first pixel sub-unit
and a second pixel sub-unit as a first grayscale value, and
changing a grayscale value of the other pixel sub-unit so as to
change a grayscale value of a pixel unit. For each image
frame, the grayscale value of one of the first pixel sub-unit and
the second pixel sub-unit is the first grayscale value. The
relationship between the grayscale values of the first pixel
sub-unit and the second sub-pixel and the grayscale value of
the pixel unit including the pixel sub-unit and the second
sub-pixel satisfies formula (3). The first grayscale value may
be a maximum grayscale value or a minimum grayscale
value, or other grayscale value may be approximately equal to
the maximum grayscale value or the minimum grayscale
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value. For example, when displaying current image frame, the
grayscale value of the first pixel sub-unit may be the first
grayscale value, and the grayscale value of the second pixel
sub-unit may be the first grayscale value or may not be the first
grayscale value. When displaying a next image frame, the
grayscale value of the first pixel sub-unit may still be the first
grayscale value, and the grayscale value of the second pixel
sub-unit is obtained according to the formula (3). Since the
grayscale value of one pixel sub-unit in the same pixel unit is
fixed to the first grayscale value, and the absolute value of the
change in the grayscale value of the other pixel sub-unit is
greater than or equal to the absolute value of the change in the
grayscale value of the pixel unit, thus a liquid crystal response
time of the pixel unit is shorter than the liquid crystal response
time of the pixel unit of the prior art. Moreover, since there is
no change in the grayscale value of one of the pixel sub-units,
a response time is not needed for a liquid crystal layer, so that
the liquid crystal response time of the pixel unit according to
the embodiment of the invention is shorter than that of the
pixel unit in the prior art. Accordingly, a longer backlight
irradiation time is achieved. Therefore, display quality of an
image can be improved and a display image with high con-
trast and high brightness is achieved.

For example, the maximum grayscale value may be 63, the
minimum grayscale value may be 0, and the first grayscale
value in the embodiment may be 0. In this embodiment, when
displaying the current image frame, the grayscale value ofthe
first pixel sub-unit is 0, the grayscale value of the second pixel
sub-unit may be 0 or may not be 0; when displaying the next
frame of image, the grayscale value of the pixel unit is
changed by changing the grayscale value of the second pixel
sub-unit. The grayscale value of the first pixel sub-unit, the
grayscale value of the second pixel sub-unit and the grayscale
value of the corresponding pixel unit can be made according
to Table 1. In Table 1, the first row shows the single digit of the
grayscale value of the pixel unit, the first column shows the
tens digit of the grayscale value of the pixel unit, and for the
data in the rest of the table, the numerical value in front of the
comma denotes the grayscale value of the first pixel sub-unit,
the numerical value after the comma denotes the grayscale
value of the second pixel sub-unit. Since the grayscale value
is an integer, the data in Table 1 is a rounded value calculated
from formula (4). For example, when the grayscale value of
the pixel unit needs to be changed from 06 to 43, the grayscale
value of the first pixel sub-unit is fixed as 0, and the liquid
crystal molecules do no need to be rearranged; the grayscale
value of the second pixel sub-unit is changed from 8 to 59.
Since the absolute value of the change in the grayscale value
of'the pixel unit is 37, and the absolute value of the change in
the grayscale value of the second pixel sub-unit is 51, the
liquid crystal response time of the second pixel sub-unit is
shorter than the liquid crystal response time of the pixel unit
in the prior art. Thus, the liquid crystal response time of the
LCD panel in the embodiment of the invention is shorter than
the liquid crystal response time of the pixel unit of the prior
art.

TABLE 1
0 1 2 3 4 5 6 7 8 9

0 0,0 0,1 0,3 0,4 0,6 0,7 0,8 0,10 0,11 0,12
1 0,13 0,15 0,16 0,18 0,19 0,20 0,22 0,23 0,25 0,26
2 0,27 0,29 0,30 0,3 0,3 0,34 0,3 0,37 0,38 0,40
3 0,41 0,42 0,43 0,45 0,47 0,48 0,49 0,50 0,52 0,53
4 0,55 0,56 0,57 0,59 0,60 0,62 0,63 47,47 48,48 49,49
550,50 51,51 52,52 53,53 54,54 55,55 56,56 57,57 58,58 59,59
6 60,60 61,61 62,62 63,63
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In the first embodiment, since the grayscale value of the
pixel unit is 46, the grayscale value of the second pixel sub-
unit has reached the maximum grayscale value, i.e. 63, there-
fore when the grayscale value of the pixel unit is in the range
0f'47~63, the grayscale value of the first pixel sub-unit and the
grayscale value of the second pixel sub-unit are the same as
that of the pixel unit. The absolute value of the change in the
grayscale value of the first pixel sub-unit and the absolute
value of the change in the grayscale value of the second pixel
sub-unit are the same as the absolute value of the change in the
grayscale value of the pixel unit, therefore the liquid crystal
response time can not be shortened.

In view of this, in the second embodiment of the method of
driving a LCD panel according to the invention, a low-gray-
scale image is displayed by utilizing a LCD panel which can
display a high-grayscale image. For example, a LCD panel
which can display a 64-grayscale image can be used to dis-
play a32-grayscale image, the grayscale value of one of a first
pixel sub-unit and a second pixel sub-unit is fixed to a first
grayscale value, and the grayscale value of the pixel unit is
changed by changing the grayscale value of the other pixel
sub-unit. Referring to Table 1, when the maximum grayscale
value of the image displayed by the pixel unit is 31, the
grayscale value of the corresponding second pixel sub-unit is
42 (which does not exceed the grayscale range of the LCD
panel), therefore, the liquid crystal response time can be
shortened by any change of the grayscale value of the pixel
unit.

A third embodiment of the method of driving a LCD panel
according to the invention includes: when displaying adjacent
frames of image, a grayscale value of a first pixel sub-unit and
a grayscale value of a second pixel sub-unit are alternatively
set to be a first grayscale value. For each image frame, the
grayscale value of one of the first pixel sub-unit and the
second pixel sub-unit is the first grayscale value. The rela-
tionship between the grayscale values of the first pixel sub-
unit and the second pixel sub-unit and a grayscale value of a
pixel unit satisfies the formula (3). For example, when dis-
playing a current image frame, the grayscale value of the first
pixel sub-unit is the first grayscale value, and the grayscale
value of the second pixel sub-unit is calculated according to
the formula (3), which may be or not be the first grayscale
value. When displaying a next image frame, the grayscale
value of the second pixel sub-unit is changed to the first
grayscale value, and the grayscale value of the first pixel
sub-unit is changed to a corresponding grayscale value which
is calculated according to the formula (3), so that the gray-
scale value of the pixel unit changes. The first grayscale value
may be the maximum grayscale value or the minimum gray-
scale value, or other grayscale value approximately equal to
the maximum grayscale value or the minimum grayscale
value. When the absolute value of the change of the grayscale
value of the two pixel sub-units in the same pixel unit is
greater than the absolute value of the change in the grayscale
value of the pixel unit, the liquid crystal response time of the
two pixel sub-units is shorter than the liquid crystal response
time of the pixel unit in the prior art, so that the liquid crystal
response time of the LCD panel according to the embodiment
of'the invention is shorter than the liquid crystal response time
of the LCD panel of the prior art, leaving a longer backlight
irradiation time. Therefore display quality of an image is
improved and a display image with high contrast and high
brightness is achieved.

Specifically, the maximum grayscale value is 63, the mini-
mum grayscale value is 0, and the first grayscale value is 0 in
the embodiment. In the embodiment, when displaying the
current image frame, the grayscale value of the first pixel
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sub-unit is 0, the grayscale value of the second pixel sub-unit
may be 0 or may not be 0. When displaying the next frame of
image, the grayscale value of the second pixel sub-unit is
changed from the original grayscale value to 0, and the gray-
scale value of the first pixel sub-unit is changed from O to a
corresponding grayscale value which is calculated according
to formula (4). For example, when the grayscale value of the
corresponding pixel unit needs to be changed from 36 to 43,
since the grayscale value of one of the pixel sub-units of the
pixel unit 36 is O, the grayscale value of the other pixel
sub-unit of the pixel unit 36 is 49, and the grayscale value of
one of the pixel sub-units of the pixel unit 43 is 0, and the
grayscale value of the other pixel sub-unit of the pixel unit 43
is 59, then the grayscale value of one of the pixel sub-units is
changed from 0 to 59, and the other pixel sub-unit is changed
from 49 to 0. Since the absolute values of the change in the
grayscale value of the two pixel sub-units are 59 and 49
respectively and the absolute value of the change in the gray-
scale value of the pixel unit is 7, the liquid crystal response
time of the LCD panel in the embodiment of the invention is
shorter than the liquid crystal response time of the LCD panel
of the prior art, leaving a longer backlight irradiation time.
Therefore the display quality of an image is improved and a
display image with high contrast and high brightness is
achieved.

When the first pixel sub-unit and the second pixel sub-unit
are connected with the same scan line, the switching state of
the thin film transistors of the first pixel sub-unit and the
second pixel sub-unit can be controlled simultaneously. So
that the changing of the grayscale value of the first pixel
sub-unit can be performed at the same time as the changing of
the grayscale value of the second pixel sub-unit, thus facili-
tating shortening of the liquid crystal response time.

In the third embodiment, when a grayscale value of a pixel
unit is 46, a grayscale value of a second pixel sub-unit has
reached the maximum grayscale value, i.e. 63, therefore,
when the grayscale value of the pixel unit is in the range of
47~63, a grayscale value of a first pixel sub-unit and the
grayscale value of the second pixel sub-unit are the same as
the grayscale value of the pixel unit. An absolute value of the
change in the grayscale values of the first pixel sub-unit and
the absolute value of the change in the grayscale value of the
second pixel sub-unit are the same as an absolute value of the
grayscale value of the pixel unit, and this can not shorten the
liquid crystal response time.

In view of this, in the fourth embodiment of a method of
driving a LCD panel according to the invention, a low-gray-
scale image is displayed by utilizing a LCD panel which can
display a high-grayscale image. For example, a LCD panel
which can display a 64-grayscale image can be used to dis-
play a 32-grayscale image. The grayscale value of one of a
first pixel sub-unit and a second pixel sub-unit is fixed to a first
grayscale value, the grayscale value of the other pixel sub-
unit is changed to the first grayscale, and the grayscale value
of the pixel sub-unit that has the first grayscale value origi-
nally is changed to a corresponding grayscale value, so that a
grayscale value of a pixel unit is changed. Referring to Table
1, since when maximum grayscale value of the image dis-
played by the pixel unit is 31, the grayscale value of the
corresponding second pixel sub-unit is 42 (which does not
exceed the grayscale range of the LCD panel), therefore, any
change of the grayscale value of the pixel unit can shorten the
liquid crystal response time.

In summary, each pixel unit of the LCD panel according to
the embodiments of the invention includes at least two adja-
cent pixel sub-units, and each of the pixel sub-units can be
independently controlled by a driving circuit. A grayscale
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value of at least one of the at least two adjacent pixel sub-units
changes so that a grayscale value of the pixel unit changes.
Where an absolute value of the change in the grayscale value
of changed pixel sub-unit is greater than or equal to an abso-
lute value of the change in the grayscale value of the pixel
unit. The amount of change in the grayscale value of the pixel
sub-unit of the pixel unit is greater than the amount of change
in the grayscale value of the pixel unit. Thus, the liquid crystal
response time of the pixel unit is shortened. The time saved
can be used to extend backlight irradiation time, thus display
quality of animage is improved and a display image with high
contrast and high brightness is achieved. The amount of
change in the grayscale value of the pixel sub-unit of the pixel
unit can be large even if the amount of change in the grayscale
of the pixel unit in the adjacent frames of image is small,
which will lead to a short liquid crystal response time.

Although the invention has been described above in con-
junction with certain embodiments, the description is not
intended to limit the invention. Any possible variations and
modifications can be made to the technical solution of the
invention by those skilled in the art using the method and
technical content described above without departing from the
spirit and scope of the invention. Therefore, any variations,
equivalents and modifications made to the embodiments in
accordance with the technical essence of the invention fall
within the scope of protection of the technical solution of the
invention.

What is claimed is:

1. A liquid-crystal display (LCD) panel, comprising:

a plurality of pixel units arranged in a matrix, each pixel
unit comprising at least two adjacent pixel sub-units;

a plurality of scan lines and a plurality of data lines, each
pixel sub-unit being connected to one scan line and to
one data line; and

a driving circuit connected with the scan lines and the data
lines, wherein the driving circuit is configured to drive
each of the pixel sub-units via the scan lines and the data
lines such that the grayscale value of at least one of the at
least two adjacent pixel sub-units is fixed during adja-
cent image frames, and

the LCD panel is a field-sequential LCD panel and com-
prises a backlight unit adapted to provide colors of light,
wherein the pixel unit comprises a first pixel sub-unit
and a second pixel sub-unit adjacent to the first pixel
sub-unit, wherein for the same image frame, a relation-
ship between a grayscale value of the pixel unit and
grayscale values of the first pixel sub-unit and the second
pixel sub-unit is:

(N/maximum total number of grayscale
levels)"gamma coefficient=((1/maximum total
number of grayscale levels) gamma coefficient)*
X+((#2/maximum total number of grayscale lev-
els)"gamma coefficient)*¥,

wherein N is a grayscale value of the pixel unit, nl is a
grayscale value of the first pixel sub-unit, n2 is a gray-
scale value of the second pixel sub-unit, X is a percent-
age of the area of the first pixel sub-unit relative to the
total area of the first pixel sub-unit and the second pixel
sub-unit, and Y is a percentage of the area of the second
pixel sub-unit relative to the total area of the first pixel
sub-unit and the second pixel sub-unit.

2. The LCD panel according to claim 1, wherein the area of
the first pixel sub-unit is same as the area of the second pixel
sub-unit.

3. The LCD panel according to claim 1, wherein the LCD
panel is a monochrome LCD panel.
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4. The LCD panel according to claim 1, the backlight unit
being adapted to provide a red light source, a green light
source and a blue light source.

5. The LCD panel according to claim 1, wherein during the
adjacent image frames, when the grayscale value of the pixel
unit changes, the grayscale value of at least one of the first
pixel sub-unit and the second pixel sub-unit changes, and the
absolute value of the change in the grayscale value of one of
the first pixel sub-unit and the second pixel sub-unit is greater
than or equal to the absolute value of the change in the
grayscale value of the pixel unit.

6. The LCD panel according to claim 5, wherein for the
same image frame, the grayscale value of one of the first pixel
sub-unit and the second pixel sub-unit is a first grayscale
value.

7. The LCD panel according to claim 6, wherein during the
adjacent image frames, the grayscale value of one of the first
pixel sub-unit and the second pixel sub-unit is fixed to the first
grayscale value.

8. The LCD panel according to claim 6, wherein during the
adjacent image frames, the grayscale value of the first pixel
sub-unit and the grayscale value of the second pixel sub-unit
are alternatively set to be the first grayscale value.

9. The LCD panel according to claim 6 wherein the first
grayscale value is a maximum grayscale value or a minimum
grayscale value.

10. A method of driving the LCD panel according to claim
1 comprising:

when displaying the adjacent image frames, changing the

grayscale value of at least one of the at least two adjacent
pixel sub-units so that the grayscale value of the pixel
unit changes, wherein the absolute value of the change in
the grayscale value of the changed pixel sub-unit is
greater than or equal to the absolute value of the change
in the grayscale value of the pixel unit.

11. The method of driving the LCD panel according to
claim 10, wherein the pixel unit comprises a first pixel sub-
unit and a second pixel sub-unit adjacent to the first pixel
sub-unit, and wherein when displaying the same frame of
image, a relationship between the grayscale value of the pixel
unit and the grayscales of the first pixel sub-unit and the
second pixel sub-unit is:

(N/maximum total number of grayscale
levels)"gamma coefficient=((#1/maximum total
number of grayscale levels)"gamma coefficient)*
X+((2/maximum total number of grayscale lev-
els)"gamma coefficient)* ¥,

wherein N is a grayscale value of the pixel unit, nl is a
grayscale value of the first pixel sub-unit, n2 is a gray-
scale value of the second pixel sub-unit, X is a percent-
age of the area of the first pixel sub-unit relative to the
total area of the first pixel sub-unit and the second pixel
sub-unit, and Y is a percentage of the area of the second
pixel sub-unit relative to the total area of the first pixel
sub-unit and the second pixel sub-unit.

12. The method of driving the LCD panel according to
claim 11, wherein the area of the first pixel sub-unit is same as
the area of the second pixel sub-unit, and when displaying the
same image frame, a relationship between the grayscale value
of the pixel unit and the grayscale values of the first pixel
sub-unit and the second pixel sub-unit is:

(N/maximum total number of grayscale
levels)"gamma coefficient=((#1/maximum total
number of grayscale levels)"gamma coefficient)*
0.5+((#2/maximum total number of grayscale
levels)"gamma coefficient)*0.5,
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wherein N is a grayscale value of the pixel unit, nl is a
grayscale value of the first pixel sub-unit, and n2 is a
grayscale value of the second pixel sub-unit.

13. The method of driving the LCD panel according to
claim 11, wherein when displaying the adjacent image 5
frames, the grayscale value of one of the first pixel sub-unit
and the second pixel sub-unit is fixed to a first grayscale value,
and the grayscale value of the other pixel sub-unit changes so
as to change the grayscale value of the pixel unit.

14. The method of driving the LCD panel according to 10
claim 13, wherein the first grayscale value is a maximum
grayscale value or a minimum grayscale value.

#* #* #* #* #*
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